
TT-IRSO70E 

40-50Meter Outdoor IR   

Key Features: 

 40-50 Meter Outdoor IR Camera 

 Color 1/3 Sony EFFIO-E CCD DSP  

 lux 700TVL, 12mm fixed lens 

 36pcs Φ8 IR LEDs, IRdistance:50m 

 

Specification: 

          Model TT-IRSO70E 

TV SYSTEMS NTSC / PAL 

CCD Sony 1/3” Ex-view HAD Ⅱ 

Effective Pixels 480K (976H*494V) / 570K (976H*582V) 

Sensing Area 5.0UM*7。4UM / 5.0UM*6。25UM 

Electronic Shutter 1/60 to 1/10,000 / 1/50 to 1/10,000 

Flicker free ON/OFF 

Resolution 700 TV Lines (Max.) / 750TV Lines(B/W) 

Minimum Illumination Color : 0.1 Lux B/W : 0.01 Lux 

Video Output Video Output 1.0Vp-p/ 75ohm 

Gamma Correction 0.45 

S/N (Y Signal) 52dB 

ATR ON / OFF （Analog WDR） 

O.S.D Embedded 8 Language  

Manual Shutter ON/OFF (1/200Ksec) 

Privacy Masking 4Windows 

Day & Night COLOR/BW/AUTO 

Motion Detection ON / OFF (4 Programmable Zones, Alarm output ON/FF) 

Synchronization Internal 

White Balance ATW / AWC / MANUAL/USER 

Mirror Function YES (left/right) 

DNR 2D-NR 

BLC BLC/HBLC/OFF 

AGC ON/OFF (MAX. horizontally disposed) 

Camera name with common ASCII code table 

Working Temperature  -10℃ to 50℃ /30% to 80% 

Operating Temperature  -30℃ to 60℃ /20% to 90% 

Power DC12V, 1.5Watts 

 

        

NOTE: ADINO TELECOM LTD reserves the right, without notification, to make changes in product design or specifications 
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